
Sect ion 11

Valve connectors

Архангельск (8182)63-90-72 
Астана (7172)727-132 
Астрахань (8512)99-46-04 
Барнаул (3852)73-04-60 
Белгород (4722)40-23-64 
Брянск (4832)59-03-52 
Владивосток (423)249-28-31 
Волгоград (844)278-03-48 
Вологда (8172)26-41-59 
Воронеж (473)204-51-73 
Екатеринбург (343)384-55-89

Иваново (4932)77-34-06 
Ижевск (3412)26-03-58 
Казань (843)206-01-48 
Калининград (4012)72-03-81 
Калуга (4842)92-23-67 
Кемерово (3842)65-04-62 
Киров (8332)68-02-04 
Краснодар (861)203-40-90 
Красноярск (391)204-63-61 
Курск (4712)77-13-04 
Липецк (4742)52-20-81

Магнитогорск (3519)55-03-13 
Москва (495)268-04-70 
Мурманск (8152)59-64-93 
Набережные Челны (8552)20-53-41 
Нижний Новгород (831)429-08-12 
Новокузнецк (3843)20-46-81 
Новосибирск (383)227-86-73 
Омск (3812)21-46-40 
Орел (4862)44-53-42 
Оренбург (3532)37-68-04 
Пенза (8412)22-31-16

Пермь (342)205-81-47 
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64 
Самара (846)206-03-16 
Санкт-Петербург (812)309-46-40 
Саратов (845)249-38-78 
Севастополь (8692)22-31-93 
Симферополь (3652)67-13-56 
Смоленск (4812)29-41-54 
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13

Сургут (3462)77-98-35 
Тверь (4822)63-31-35 
Томск (3822)98-41-53 
Тула (4872)74-02-29 
Тюмень (3452)66-21-18 
Ульяновск (8422)24-23-59 
Уфа (347)229-48-12 
Хабаровск (4212)92-98-04 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Ярославль (4852)69-52-93

Единый адрес: ccn@nt-rt.ru | http://www.conec.nt-rt.ru 

По вопросам продаж и поддержки обращайтесь: 
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Sect ion 11

Valve connectors
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S / 0.75 /DT06 - 2 K1L 2m/A-

Type
DT06 = Housing for socket contact
DT04 = Housing for plug contact

Number of poles
2 =  2-pos.
3 =  3-pos.
4 =  4-pos.
6 =  6-pos.
8A =  8-pos. A-coded

12A =  12-pos. A-coded

Termination protection hose
= Standard

G = with M12x1 thread

Protection circuit 
A  = without protection circuit
B  = with LED protection circuit

Type
S  = Socket
P = Plug

Line style
= Cable

L = Single wire (only 2-pos. version)

Material cable
K1  = TPU, black highflexible, halogenfree, UL
A1  = PVC/single wire 
other types upon request

Valve connectors DT-Series
Nomenclature

Cable length 
2m =  2 meter
5m  =  5 meter
10m = 10 meter

Wire cross-section
0.75 = 0.75 mm²  
other cross-section upon request
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Basic material

Technical Data

Valve connectors DT-Series
Product specification

Contact

Contact plating

Contact carrier

Overmould

Sealing

Rated voltage

Current rating

Degree of protection

Temperature range connector

Temperature range cable

Temperature range single wire

Terminal cross section

Housing

Protection circuit

CuZn

Ni

Thermoplastic

TPU, UL94, translucent

Silicone

12/24 V AC/DC [with LED and Protection circuit]
10 - 230 V AC/DC [without Protection circuit]

8 A at 40°C [2-, 3-pos.]
7 A at 40°C [4-pos.]
6 A at 40°C [6-, 8-pos.]
5 A at 40°C [12-pos.]

IP67 in mated condition

-40°C to +85°C

Fixed installation: -40°C to +80°C
Flexible installation: -25°C to +80°C

Fixed installation: -40°C to +105°C
Flexible installation: -10°C to +105°C

0.75 mm² /AWG 18

Deutsch DT06 /DT04

Supressor diode + 2 x LED yellow
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S / 0.75 /VSS1.5 - 2 K1L 2m/A-

Type
VSS1.5

Number of poles
2 =  2-pos.
3 =  3-pos.
4 =  4-pos.

Termination protection hose
  = Standard

Protection circuit 
A  = without protection circuit

Type
S  = Socket
P  = Plug

Line style
    = Cable
L   = Single wire (only 2-pos. version)

Material cable
K1  = TPU, black highflexible, halogenfree, UL
A1  = PVC/single wire  
other types upon request

Valve connectors Superseal-Series
Nomenclature

Cable length  
2m  =   2 meter
5m  =   5 meter
10m =   10 meter

Wire cross-section
0.75 = 0.75 mm²  
other cross-section upon request
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Valve connectors Superseal-Series
Product specification

Contact

Contact plating

Contact carrier

Overmould

Sealing

Rated voltage

Current rating

Degree of protection

Temperature range connector

Temperature range cable

Temperature range single wire

Terminal cross section

Housing

CuZn

Sn

Thermoplastic

TPU, UL94, black

Silicone

max. 24 V DC

8 A at 40°C [2-, 3-pos.]
7 A at 40°C [4-pos.]

IP67 in mated condition

-40°C to +85°C

Fixed installation: -40°C to +80°C
Flexible installation: -25°C to +80°C

Fixed installation: -40°C to +105°C
Flexible installation: -10°C to +105°C

0.75 mm² /AWG 18

Superseal 1.5, black

Basic material

Technical Data
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Overview pin assignment

DT 06 (Housing for socket contacts)

Valve connectors

2-pos. 3-pos. 4-pos. 6-pos. 8-pos.

A-coded

12-pos.

A-coded

DT 04 (Housing for plug contacts)

2-pos. 3-pos. 4-pos. 6-pos. 8-pos.

A-coded

12-pos.

A-coded

Superseal VSS1.5 (Housing for socket contacts)

Superseal VSS1.5 (Housing for plug contacts)

2-pos. 3-pos.

2-pos. 3-pos.

4-pos.

4-pos.
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Notes
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Technical information starting on page 348

DT-Series

DT06, 2-pos., socket contacts, with LED-protection circuit

Valve connectors

DT06, 2-pos., socket contacts, without protection circuit 

with threaded connection

with threaded connection



331

Pin 1

Pin 2

2

12
/

24
 V

  A
C/

D
C

8

0,5

PVC

2 
x 

0,
75

DT06-2SL-B/
A1/0.75/0,5m

55-00560

2
DT06-2SL-B/
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Technical information starting on page 348

DT-Series, 
Single wire

DT06, 2-pos., socket contacts, with LED-protection circuit

Valve connectors

DT06, 2-pos., socket contacts, without protection circuit     

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series

DT04, 2-pos., plug contacts, with LED-protection circuit

Valve connectors

DT04, 2-pos., Plug contacts, without protection circuit

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series, 
Single wire

DT04, 2-pos., plug contacts, with LED-protection circuit

Valve connectors

DT04, 2-pos., plug contacts, without protection circuit     

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series

DT06, 3-pos., socket contacts, with LED-protection circuit

Valve connectors

DT06, 3-pos., socket contacts, without protection circuit

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series

DT04, 3-pos., plug contacts, with LED-protection circuit

Valve connectors

DT06, 3-pos., socket contacts, without protection circuit

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series

DT06, 4-pos., socket contacts, without protection circuit

Valve connectors

DT04, 4-pos., plug contacts, without protection circuit

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series

DT06, 6-pos., socket contacts, without protection circuit

Valve connectors

DT04, 6-pos., plug contacts, without protection circuit

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series

DT06, 8-pos., socket contacts, without protection circuit 

Valve connectors

DT04, 8-pos., plug contacts DT04, without protection circuit

with threaded connection

with threaded connection
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Technical information starting on page 348

DT-Series

DT06, 12-pos., socket contacts, without protection circuit 
 

Valve connectors

DT04, 12-pos., plug contacts, without protection circuit 
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Technical information starting on page 348

Superseal

VSS 1.5, 2-pos., socket contacts

Valve connectors

VSS 1.5, 2-pos., plug contacts

VSS 1.5, 2-pos., socket contacts, single wire

VSS 1.5, 2-pos., plug contacts, single wire  
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VSS 1.5, 3-pos., socket contacts

VSS 1.5, 4-pos., socket contacts

VSS 1.5, 3-pos., plug contacts

Superseal

Valve connectors

Архангельск (8182)63-90-72 
Астана (7172)727-132 
Астрахань (8512)99-46-04 
Барнаул (3852)73-04-60 
Белгород (4722)40-23-64 
Брянск (4832)59-03-52 
Владивосток (423)249-28-31 
Волгоград (844)278-03-48 
Вологда (8172)26-41-59 
Воронеж (473)204-51-73 
Екатеринбург (343)384-55-89

Иваново (4932)77-34-06 
Ижевск (3412)26-03-58 
Казань (843)206-01-48 
Калининград (4012)72-03-81 
Калуга (4842)92-23-67 
Кемерово (3842)65-04-62 
Киров (8332)68-02-04 
Краснодар (861)203-40-90 
Красноярск (391)204-63-61 
Курск (4712)77-13-04 
Липецк (4742)52-20-81

Магнитогорск (3519)55-03-13 
Москва (495)268-04-70 
Мурманск (8152)59-64-93 
Набережные Челны (8552)20-53-41 
Нижний Новгород (831)429-08-12 
Новокузнецк (3843)20-46-81 
Новосибирск (383)227-86-73 
Омск (3812)21-46-40 
Орел (4862)44-53-42 
Оренбург (3532)37-68-04 
Пенза (8412)22-31-16

Пермь (342)205-81-47 
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64 
Самара (846)206-03-16 
Санкт-Петербург (812)309-46-40 
Саратов (845)249-38-78 
Севастополь (8692)22-31-93 
Симферополь (3652)67-13-56 
Смоленск (4812)29-41-54 
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13

Сургут (3462)77-98-35 
Тверь (4822)63-31-35 
Томск (3822)98-41-53 
Тула (4872)74-02-29 
Тюмень (3452)66-21-18 
Ульяновск (8422)24-23-59 
Уфа (347)229-48-12 
Хабаровск (4212)92-98-04 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Ярославль (4852)69-52-93

Единый адрес: ccn@nt-rt.ru | http://www.conec.nt-rt.ru 

По вопросам продаж и поддержки обращайтесь: 


